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Decra Roof Systems Ltd was founded in 1977 when the 
company  introduced the world’s first lightweight roof 
tile – the Decra tile to the UK and Ireland.

This revolutionary product combined great strength 

with very low weight, offering the benefits of:

    • Easy handling

    • Fast installation

    • Exceptional durability

    • Low maintenance

Since their introduction, Decra tiles have been 

proven on all types of building, in new-build and 

refurbishment projects and in all climates across 

the globe, from the sub zero temperatures and high 

winds of Canada to the extreme heat, humidity 

and salt laden environment of areas such as the 

Maldives.

Decra tiles are now by far the most popular 

lightweight tile in the world, manufactured on 

four continents and sold in over 70 countries. 

The number of Decra tiles installed in the UK and 

Ireland exceeds twelve million square metres (the 

equivalent of around 200,000 average terraced 

houses).

Decra is a member of the Icopal Group

A leader in Europe’s construction industry for over 

130 years, the Icopal Group is Europe’s largest

manufacturer of steel based, stone coated roofing 

tiles and one of the world’s largest manufacturers of 

roofing felts. Icopal has a turnover of approximately 

EUR 1.2 billion and employs some 4,400 people. 

Icopal, which is headquartered in Denmark, operates 

globally and has 37 manufacturing sites and 95 

offices throughout Europe, North America and Asia.

The first and only roof system accredited 

Investor in People

Decra Roof Systems Ltd values and respects the 

people employed by the company. Our ongoing 

staff development programmes, commitment to 

staff involvement and open communication meet 

the ‘Investor in People’ standard and the company 

is a fully accredited member of the Investor in 

People programme.

Guarantees and accreditations

Decra products are developed and manufactured 

to ISO 9001 and ISO 14001 and covered by British 

Board of Agrément certificates. Since 1985 we 

have offered the unique 30-year Decra Guarantee 

covering not only the tiles, but also the complete 

weather security of the entire roof.
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All figures correct at time of print.
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When it comes to roofing, sometimes looks can be deceptive. Decra lightweight roof systems perform even 
better than they look and delivers a wide range of benefits no other roofing system can offer: 

    • A unique 30 year full value weather security guarantee offering total peace of mind

    • Over 30 years track record of delivering quality products and quality service

    • The only roof tile to be granted a Secured by Design ‘Police Preferred Specification’ status

    • Lightweight roof tiles are a Decra invention, we invented the lightweight steel concept and as a 
       consequence our technical support and “know how” is unparalled by any other

    • Low whole life cost of ownership when compared to more traditional roofing products

    • The widest range of lightweight roof tiles, accessories and colours

    • Decra is environmentally friendly, contains a high recycled content and can be recycled

    • Over 50 years of ‘in use’ experience in all environments, with over 55 million m² installed throughout Europe

Decra   - The First Name 
    in Lightweight Roofing

®



Product Range

Decra Plus
 

Ideal for buildings that suffer a high degree of 

vandalism. Decra Plus Tiles use a thicker steel 

substrate than the Decra Classic Tile, but is still 

only one quarter the weight of traditional roof tiles. 

Suitable for roof pitches from 10° to vertical.

Decra Classic
 

Offering the appearance of interlocking clay or 

concrete tiles but only one seventh the weight of 

traditional roof tiles. Suitable for roof pitches from 

10° to vertical.

Decra Stratos
 

A simple, linear accented design, which in grey 

provides the appearance of a slate roof. 

Offering outstanding performance characteristics, 

but only one seventh the weight of traditional roof 

tiles. Suitable for roof pitches from 12° to vertical.

Fire 

Decra Classic, Decra Plus Tiles, Decra Stratos 

Tiles, Decra Oberon and Parctile hold Yarsley 

Certificate Number C74688/1. AA Classification. 

[Note: Decra Tiles achieve the following ratings: 

BS 476: Part 3: 1958 Class SAA in the Building 

Regulations 1985].

Durability 

Decra tiles are manufactured from zinc aluminium 

galvanised steel. This is the most advanced 

galvanising process. Performance tests from 

leading steel manufacturers have shown a life 

expectancy of zinc aluminium galvanising provides 

a life expectancy up to 18 times that of traditional 

zinc galvanising.

An independent assessment of Decra tiles by the 

British Board of Agrément stated a “product life in 

excess of 40 years”.

Decra roof tiles may therefore be confidently 

expected to have a product life which will at 

least match and probably exceed the normal 

architectural design life expectancy of a building.

Wind uplift 

The Decra roof system has been subjected to tests 

with horizontal wind velocities of up to 145 – 160 

km/h with an approximate rainfall of 200mm per hour 

at the same time. For over 30 years it has proven 

itself to have superior weather security compared to 

traditional tiles and slates.

Resistance to damage 

Decra Plus tiles provide exceptional strength and 

resistance to damage. They are extremely resistant to 

deformation by heavy impact or maintenance traffic.  

All Decra systems may be safely walked on.

Biological 

Decra tiles are impervious to attack from vermin and 

are highly resistant to fungal infection. They do not 

suffer from staining by efflorescence or lime bloom. 

The acrylic resin coating has a non-toxic fungicide 

incorporated into the coating for added protection.

Thermal 

Decra tiles posses a similar thermal performance 

to traditional tiles and slates, offering a thermal 

conductivity (k value) resistance of 0.00341 m2/k/w.

Effect of sunlight 

The Decra roof system is colour stable. The stone 

granular finish of the tiles is ceramically glazed 

with artificially coloured silicates fired in an oven at 

1,100ºC.

This ceramic process gives the Decra tile far greater 

colour stability than can normally be obtained using 

a dye finish or an acrylic paint finish alone.

Acoustic 

The multi-layer nature of the granular surface 

coating deadens rain drumming, providing an 

acoustic performance comparable with traditional 

roof coverings.

Compatibility  

Decra tiles are compatible with most common 

building materials. Decra tiles should not receive 

rainwater drainage/run off from copper roofs.  

Cement mortar bedding should not be used with 

Decra tiles.

Performance Properties

® ® ®
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Composition and manufacture

Decra tiles comprise a steel core with state of the art zinc aluminium galvanising, encapsulated with multi-layer 

epoxy, polyester, acrylic and stone or dry powder coatings. This unique multi-layered coating system results in 

a tile of exceptional durability.

Decra Oberon
 

Offers the same mellow appearance as traditional, 

natural clay plain tiles, but up to one eleventh the 

weight of traditional plain tiles and with the ad-

ditional benefit of exceptional strength and security. 

Suitable for roof pitches from 15° to vertical.

Decra Elegance
 

Our stylish Elegance tiles come in a Satin or High 

Gloss finish, including the innovative Cool Roof 

and Dry Roof technology. Like all Decra tiles, the 

Elegance range is strong yet light with outstanding 

weather security, resilience, colour stability and is 

suitable for roof pitches from 10° to vertical.

Parctile
 

A distinctive modern, angular design with the       

appearance of interlocking clay or concrete tiles but 

only one seventh the weight of traditional roof tiles. 

Suitable for roof pitches from 12° to vertical.

COMPOSITION OF A DECRA CLASSIC TILE

Clear acrylic overglaze

Stone granules ceramically
glazed for colour

Acrylic resin

Epoxy primer

Chromate conversion

Zinc / Aluminium coating

0.43mm Steel base

Zinc / Aluminium coating

Chromate conversion

Epoxy primer

Polyester coating

Zinc / Aluminium

Zinc / Aluminium

Steel

Cut Edge of Tile

Electrolyte
(Water Droplet)

Transfer of
Zinc / Aluminium
Electrons
to Steel

How is the steel protected at a cut 
edge?

Two differing metals each with a different electric 

potential, in direct physical contact with each other 

and an electrolyte (water) form a galvanic cell. 

Within this galvanic cell, electrons from the zinc 

and aluminium atoms which have a lower electric 

potential,  transfer themselves to the steel atoms 

which have a higher electric potential. This charging 

of additional electrons to the steel atoms protects 

the steel from corrosion. Corrosion will only take 

place in any metal when electrons from a metal 

atom are lost into an electrolyte (water). Since 

the steel atoms are being charged with electrons 

corrosion will not take place.

® ®

4



Decra Classic

Decra Classic tiles are designed to closely 
emulate the appearance of traditional clay pantiles.

Terracotta Charcoal Grey Fern Green Teak Brindle

Colours

Colours illustrated available from stock.

NOTE: Colour reproduction is as close as the 
limitations of the printing process allow. Please use a colour 
sample, available free from Decra’s Technical Services, for 
selection purposes.

Bespoke colours are available to order

(subject to minimum quantity restrictions)

®
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Pitch
Minimum pitch 
Maximum pitch

Dimensions
Size of tile - overall
Size of tile - cover
Linear cover width
Coverage

Weight
Weight per m
Weight per tile

Fixing
Tile fixing

Fixings per tile

Battens required
Battens
Gauge

Batten sizing
Rafter centres (max.)
450mm
600mm
900mm
1200mm
1500mm

Laying (recommended)
Simple roof shapes
Complex roof shapes

Ordering
Order code

    

10° 
90°

1324mm x 410mm
1260mm x 370mm
1260mm
0.46m  per tile
2.145 tiles per m

6.56kg
3.06kg

50mm x 2.5mm Coated Decra nail

4-no.

2.7 linear metres per m  (plus wastage)
370mm

Batten size (recommended)
38mm x 25mm
50mm x 25mm
50mm x 50mm
50mm x 50mm
50mm x 65mm

Straight bond
Broken bond

DT_B1

    

(Available for loose hand nailing or collated for 
Decra Power Nailing System)

We also offer a wide range of 
accessories for our Classic tile

Data file

Police Preferred Secured by Design accreditation is available for the Decra Classic Tile with enhanced Decra security fittings. 
Contact Decra’s Technical Department for further details.
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Decra Plus

Decra Plus tiles have a 0.9mm galvanised steel core 
providing the ultimate in vandal resistance. 

Colours

Colours illustrated available from stock.

NOTE: Colour reproduction is as close as the 
limitations of the printing process allow. Please use a colour 
sample, available free from Decra’s Technical Services, for 
selection purposes.

Bespoke colours are available to order

(subject to minimum quantity restrictions)

®
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Terracotta Red Charcoal Grey



Pitch
Minimum pitch 
Maximum pitch

Dimensions
Size of tile - overall
Size of tile - cover
Linear cover width
Coverage

Weight
Weight per m²
Weight per tile

Fixing
Tile fixing

Fixings per tile

Battens required
Battens
Gauge

Batten sizing
Rafter centres (max.)
450mm
600mm
900mm
1200mm
1500mm

Laying (recommended)
Simple roof shapes
Complex roof shapes

Ordering
Order code

    

10° 
90°

1324mm x 410mm
1260mm x 368mm
1260mm
0.464m  per tile
2.157 tiles per m

11.65kg
5.40kg

50mm x 2.99mm Coated Decra nail or
Decra Plus fixing screws

4-no.

2.72 linear metres per m  (plus wastage)
368mm

Batten size (recommended)
38mm x 25mm
50mm x 25mm
50mm x 50mm
50mm x 50mm
50mm x 65mm

Straight bond
Broken bond

PT_D1

    

We also offer a wide range of 
accessories for our Plus tile

Data file

Police Preferred Secured by Design accreditation is available for the Decra Plus Tile with enhanced Decra security fittings. Contact 
Decra’s Technical Department for further details.

8



Decra Stratos

Decra Stratos tiles have an attractive riven surface 
which provides an appearance similar to a slate roof. 

Charcoal Grey Pepperstone

Colours

Colours illustrated available from stock.

NOTE: Colour reproduction is as close as the 
limitations of the printing process allow. Please use a colour 
sample, available free from Decra’s Technical Services, for 
selection purposes.

Bespoke colours are available to order

(subject to minimum quantity restrictions)

®
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Pitch
Minimum pitch 
Maximum pitch

Dimensions
Size of tile - overall
Size of tile - cover
Linear cover width
Coverage

Weight
Weight per m
Weight per tile

Fixing
Tile fixing

Fixings per tile

Battens required
Battens
Gauge

Batten sizing
Rafter centres (max.)
450mm
600mm
900mm
1200mm
1500mm

Laying (recommended)
All roof shapes

Ordering
Order code

    

12° 
90°

1290mm x 360mm
1230mm x 320mm
1230mm
0.39m  per tile
2.54 tiles per m

7.10kg
2.80kg

50mm x 2.5mm Coated Decra nail

4-no.

3.13 linear metres per m  (plus wastage)
320mm

Batten size (recommended)
38mm x 38mm
50mm x 38mm
50mm x 50mm
50mm x 50mm
50mm x 65mm

Broken bond

ST_B1

    

(Available for loose hand nailing or collated for 
Decra Power Nailing System)

We also offer a wide range of 
accessories for our Stratos tile

Data file

Police Preferred Secured by Design accreditation is available for the Decra Stratos Tile with enhanced Decra security fittings. 
Contact Decra’s Technical Department for further details.
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Decra Oberon

Attractive and extremely versatile Decra Oberon 
provides a traditional roof finish - with enhanced 
performance. 

Sunset Red Bark Eclipse

Colours

Colours illustrated available from stock.

NOTE: Colour reproduction is as close as the 
limitations of the printing process allow. Please use a colour 
sample, available free from Decra’s Technical Services, for 
selection purposes.

Bespoke colours are available to order

(subject to minimum quantity restrictions)

®
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Pitch
Minimum pitch 
Maximum pitch

Dimensions
Size of tile - overall
Size of tile - cover
Linear cover width
Coverage

Weight
Weight per m²
Weight per tile

Fixing
Tile fixing

Fixings per tile

Battens required
Battens
Gauge

Batten sizing
Rafter centres (max.)
450mm
600mm
900mm
1200mm
1500mm

Laying (recommended)
All roof shapes

Ordering
Order code

    

15° 
90°

1310mm x 365mm
1250mm x 320mm
1250mm
0.40m  per tile
2.50 tiles per m

7.00kg
2.80kg

50mm x 2.5mm Coated Decra nail

5-no.

6.25 linear metres per m  (plus wastage)
320mm

Batten size (recommended)
38mm x 25mm
50mm x 25mm
50mm x 50mm
50mm x 50mm
50mm x 65mm

Broken bond

BT_N1

    

(Available for loose hand nailing or collated for 
Decra Power Nailing System)

We also offer a wide range of 
accessories for our Oberon tile

Data file

12



The Decra Elegance range

Our stylish Elegance tiles are available in a Satin or 
High Gloss finish, including the innovative Cool Roof 
and Dry Roof technology. 

Decra Elegance Satin Finish
 

This soft satin finish stylishly emulates the 

appearance and texture of clay roof tiles. It even 

feels like clay to the touch.

Additional Advantages 

•  Satin surface disperses rainfall reducing any  

 risk of freeze thaw deterioration of the coating  

 during winter 

•  Reduced risk of surface delamination as   

 often experienced by clay tiles.

The Elegance range has been produced using 

a unique four-stage manufacturing process as 

opposed to the usual two stages. Each tile has 

been cleaned, dried, painted and baked, with a 

powder coating on the upper surface as opposed 

to the traditional Decra granular coating.

Weighing just 5.47kg/m2 which is one eighth lighter 

than the concrete equivalent, but with the same 

texture, appearance and allure as clay, they can be 

used on minimal roof pitches - down to 10 degrees. 

Like all Decra tiles, the Elegance range is strong yet 

light with outstanding weather security, resilience and 

colour stability.

Features

• Less than one-eighth the weight of traditional clay or concrete tiles,    
   offering even more design flexibility

• Faster to install and quicker to transport to roof level than 
   traditional tiles

• Easier marking out, cutting and bending into shape for installers

• Environmentally friendly non-toxic coating enables rainwater   
   harvesting for reuse in the home

• Smooth powder coated finish inhibits the growth of moss or algae 

• Unique four process powder coating system provides depth and   
   opacity of lustre, unparalleled in the metal roofing industry

Graphite Terracotta Mocha

®
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Decra Elegance High Gloss
 

Make a design statement with your roof. Choose 

a 21st Century roof covering which is not slavishly 

tied to the past. 

With its elegant and stylish appearance Decra 

Elegance High Gloss offers an avant-garde 

opportunity to explore modern design.

Decra Elegance Cool Roof
 

This innovative new technology creates a surface that 

is highly reflective to solar radiation – also keeping the 

roof space cooler by preventing the sun’s infra-red 

rays from being absorbed. This can cut energy bills 

and CO  emissions by reducing the need for cooling/

air conditioning in summer.

Additional Advantages 

• Cool roof technology surface coating reflects heat     

   reducing heat absorption through the roof for a      

   more pleasant living or working environment.

• Potential peak rate savings with time-of-use 

   electricity metering.

• Increase indoor comfort in summer naturally by  

   reflecting heat from the roof surface.

• Reduced building running costs.

• Less energy consumption helps reduce air 

   pollution, smog formation and CO  greenhouse     

   gases.

Decra Elegance Dry Roof
 

The dry roof coating contains high levels of teflon 

and silicon, creating a non-stick, highly water repel-

lent surface with enhanced self-cleaning character-

istics. Rainwater is simply shrugged off, taking dirt 

such as atmospheric deposits with it, improving the 

lifetime appeal of the roof.

Additional Advantages 

• Improved self-cleaning characteristics – no 

   cleaning equals no men on roof.

• Salt deposits removed for longer life in coastal    

   areas.

• Disperses rainfall more quickly, reducing risk of  

   freeze-thaw deterioration of coating during winter 

• Less risk of surface delamination often 

   experienced by clay tiles.

Black Green Bordeaux Black Terracotta Mocha Black Terracotta Mocha
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Decra Elegance

The Decra Elegance tile’s smooth satin finish stylishly 
emulates the appearance and texture of clay roof tiles.

Colours

Colours illustrated available from stock.

NOTE: Colour reproduction is as close as the 
limitations of the printing process allow. Please use a colour 
sample, available free from Decra’s Technical Services, for 
selection purposes.

Bespoke colours are available to order

(subject to minimum quantity restrictions) Graphite Terracotta Mocha

®

Satin Colours 

15



Pitch
Minimum pitch 
Maximum pitch

Dimensions
Size of tile - overall
Size of tile - cover
Linear cover width
Coverage

Weight
Weight per m
Weight per tile

Fixing
Tile fixing

Fixings per tile

Battens required
Battens
Gauge

Batten sizing
Rafter centres (max.)
450mm
600mm
900mm
1200mm
1500mm

Laying (recommended)
Simple roof shapes
Complex roof shapes

Ordering
Order code

    

Elegance
We also offer a wide range of 
accessories for our Elegance tiles

Data file

10° 
90°

1324mm x 410mm
1260mm x 370mm
1260mm
0.46m  per tile
2.145 tiles per m

5.47kg
2.55kg

50mm x 2.5mm Coated Decra nail
or Decra Plus fixing screws

4-no.

2.7 linear metres per m² (plus wastage)
370mm

Batten size (recommended)
38mm x 25mm
50mm x 25mm
50mm x 50mm
50mm x 50mm
50mm x 65mm

Straight bond
Broken bond

ET_D1

    

Police Preferred Secured by Design accreditation is available for the Decra Elegance Tile with enhanced Decra security fittings. 
Contact Decra’s Technical Department for further details.

Black Green Bordeaux

Elegance Satin Graphite

High Gloss Colours
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Parctile

A distinctive modern angular design, providing a smaller 
format tile suitable for modular buildings, domestic 
developments and similar applications.

Terracotta Red Charcoal Grey Fern Green Teak

Colours

Colours illustrated available from stock.

NOTE: Colour reproduction is as close as the 
limitations of the printing process allow. Please use a colour 
sample, available free from Decra’s Technical Services, for 
selection purposes.

Bespoke colours are available to order

(subject to minimum quantity restrictions)

17



Pitch
Minimum pitch 
Maximum pitch

Dimensions
Size of tile - overall
Size of tile - cover
Linear cover width
Coverage

Weight
Weight per m
Weight per tile

Fixing
Tile fixing

Fixings per tile

Battens required
Battens
Gauge

Batten sizing
Rafter centres (max.)
450mm
600mm
900mm
1200mm
1500mm

Laying (recommended)
Simple roof shapes
Complex roof shapes

Ordering
Order code

    

12° 
90°

1310mm x 415mm
1250mm x 370mm
1250mm
0.463m  per tile
2.162 tiles per m

5.98kg
2.77kg

50mm x 2.5mm Coated Decra nail

4-no.

2.7 linear metres per m² (plus wastage)
370mm

Batten size (recommended)
38mm x 25mm
50mm x 25mm
50mm x 50mm
50mm x 50mm
50mm x 65mm

Straight bond
Broken bond

AT_B1

    

(Available for loose hand nailing or collated for 
Decra Power Nailing System)

We also offer a wide range of 
accessories for our Parctile

Data file
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Everything you need under one roof

From roof tiles and underlays to ventilation systems, rainwater goods and 
natural daylighting systems, we have a comprehensive range of roof products 
for all of your needs. All elements of our roofs are carefully designed, tested 
and manufactured to give value, visual appeal and a long-lasting 
weathertight performance.

Roofing Underlays & Breather 
Membranes
 

A range of high performance underlays and 

membranes ideally suited for use with the Decra 

roof systems. Using underlays and membranes 

from Decra simplifies ordering and delivery and 

ensures a fully compatible and exceptionally 

durable roofing system.

Decra FormFlash lead free 
waterproof flashing system
 

Decra FormFlash is a lead free waterproof flashing 

and can be used in all applications where traditional 

lead would be used, and worked in a similar 

way. When installed in exposed conditions Decra 

FormFlash should be mechanically fixed with 

appropriate fasteners.

Complete roof ventilation systems
 

Ventilation of roof spaces is required by building 

regulations throughout the UK and Ireland.

Decra has a comprehensive range of eaves,     

ridge, hip and tile ventilation products designed to 

meet all requirements of regulations and codes of 

practice and accommodate almost any roof design 

and form of construction.

Icopal Rainwater Systems
 

Developed in Sweden with a design of elegant 

simplicity, the system is manufactured from 

galvanised steel and is practically maintenance 

free.  With a high-build polyester coating providing 

maximum colour stability, the components will keep 

its aesthetic lustre during its life time.

Eaves Guard
 

The Decra Eaves Guard is a highly UV resistant 

polymeric eaves protection system, is extremely 

durable and will give maintenance free service 

for many years to help eliminate expensive future 

maintenance costs.

19

The robust, rainwater drainage system is

available in black (other colours are available to

special order) and is lighter and easier to handle 

than cast iron or aluminium, far stronger and more 

durable than plastic and far more environmentally 

friendly. It is manufactured from 20% recycled 

materials and, at the end of its useful life, can then 

be fully recycled again.



The Decra  website
- the answer is only a click away

®

Lightweight roof tiles are a Decra invention, we invented the lightweight steel concept 

and as a consequence our technical support and “know how” is unparalled.  

This expertise is reflected in our website which has been developed with ease of use 

in mind, providing a wealth of information accessible from a simple 

menu system.

Looking for roof design detailing, CAD drawings, constructional 
advice, installation guidance? 

Want to know which Decra tiles would suit your roofing project best? 

Looking for the correct lightweight roofing specification? 

For the answer to these questions and many others, 
simply access our website.

www.decra.co.uk
Visit us at...

Technical Support

Our experienced technical team offers you 

expert advice at every stage of your project, from 

initial concept through to completion, including 

specification writing, installation guidance and 

maintenance advice.

Estimating Service

Decra technical services further offers a free and 

comprehensive estimating service.

For re-roofing projects we offer a site survey and 

bespoke specification service as part of a total 

project package for complete peace of mind.

Ordering and Delivery

All our products can be ordered directly through our 

dedicated sales office and our high capacity levels 

enables delivery within a maximum of 4 working 

days, 2 working days is typical. Orders can be 

collected from our premises within 4 working 

hours notice.

20
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Long-Term Savings To Be Made 

Am I spending my money wisely, what’s the 

best balance between price and the durability 

of a quality maintenance free product? 

It’s a difficult decision to make and as 

everything you own is protected by a roof it’s 

an extremely important decision to get right, 

not just right for today, but right for the next 

30 to 60 years. Independent unbiased advice 

is difficult to find.

Davis Langdon’s internationally respected 

cost accountants carried out a Whole Life 

Cost Analysis of complete roof 

structures for leading competing 

roof systems. 

Is Decra a safe bet, see for yourselves.

Certification

Decra’s tiles are the first metal tiles to achieve the 

coveted CE mark.

British Board of Agrement

Agrément Certificates are the Gold Standard of 

product or system approvals. Decra Roof Systems 

is the proud holder of a BBA Certificate, which has 

been regularly reviewed and reapproved since 1977. 

No other lightweight tile manufacturer has been under 

scrutiny for so long.

Police Preferred Specification 

In 2006 Decra became the first UK roofing 

manufacturer to be awarded the internationally 

recognised Secured by Design accreditation: the 

Association of Chief Police Officers’ initiative to 

‘design out crime’. Police Preferred Secured By 

Design Specifications are available for the Decra 

Classic Tile, Decra Stratos Tile, Decra Plus Tile and 

Decra Elegance with enhanced Decra 

security fittings.

 

Quality Assured

Concrete Tile

Machine Made Clay

Concrete Plain Tiles

Man Made Slate

Natural Slate

Aluminium Standing Seam Roofing

Zinc Standing Seam Roofing

Stainless Steel Standing Seam Roofing

Composite Insulated Steel Trapezoidal Sheets

Composite Insulated Steel Tile Sheets

14%

69%

46%

77%

61%

60%

18%

20%

54%

88%

26%

120%

65%

132%

82%

61%

65%

22%

157%

191%

How much more expensive are alternative roof coverings?

Over a 35 year period Over a 60 year period

Source: Davis Langdon.

Chart:  Whole life cycle costs per m² over a 60 year period taking average values for life cycle costs and maintenance factors for each of 

the roof options. Roof costs include for cost of a dry fixed roof covering and the cost of typical underlying supporting structure (e.g. roof 

trusses).

Product Costs: Were primarily compiled using Davis Langdon’s extensive National Cost Database, Davis Langdon’s professional judgement 

and discussions with specialist contractors. Additional data has been obtained from the Building Cost Information Service (BCIS); SPON’s 

Architects and Builders’ Price Book 2004 and the Department of Trade and Industry (DTI). 

Loss Prevention Certification Board 

Decra has now become the first roof tile system 

to be Loss Prevention Certification Board 

approved, and is listed as an approved security 

product in the Red Book, which is published by 

the LPCB In association with the ABI and Lloyds.

Guaranteed Quality and Care for the environment 

Decra products are developed and 

manufactured to ISO 9001 quality management 

systems and ISO 14001 Environmental 

management systems.

ISO 9001
ISO 14001
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Guaranteed for 30 years

With Decra you are guaranteed a weatherproof 

and problem free roof for many decades. With 

an unbeatable track record in the UK and 

Ireland, Decra roofs have an unique combination 

of durability, low maintenance and aesthetic 

appearance, constructed to last a life time.



At the core of every Decra tile is steel, 

the world’s most recycled material with a 

recovery rate of around 50%. Approximately 

25% of every Decra tile’s steel content is 

recycled material; a figure that compares very 

favourably with the negligible amounts of 

recycled material found in most concrete and 

clay roof tiles.

And when, eventually, the Decra roof is 

decommissioned the steel can be recycled 

once again.

Lighter in weight, lighter on resources and 

embodied energy

At one seventh or less the weight of traditional 

roof tiles and slates, Decra roof tiles consume 

less energy per unit during transport and during 

installation. They also tend to require less strength 

in the roof’s supporting structure, consuming fewer 

building materials such as timber in the process. 

So, even though steel is traditionally seen as an 

energy intensive material because of the high 

temperatures required during manufacture, a Decra 

roof system can in fact have significantly lower 

embodied energy than other comparable roofing 

systems.

Safer on site

Because the Decra roof system is completely dry 

fixed and no angle grinders are needed to cut tiles, 

no harmful dust is created during installation. Decra’s 

large modular size and lightweight characteristics 

results in a roof system that is incredibly quick 

to install, which means less time spent working 

at heights and as a consequence less time for 

accidents to occur.

Sustainable Decra

The graphic shows the volumetric efficiency of 

Decra tiles compared to more traditional 

materials. The environmental and logistical 

benefits are obvious.

Decra Traditional

Reducing CO  emissions during transport

Decra tiles pack together so compactly during 

storage and transport that more tiles can be 

moved around on fewer vehicles. It has been 

estimated that a single truckload of Decra tiles 

will cover the same roof area as 8 truckloads of 

concrete or clay roof tiles. Transportation costs 

and CO² emissions are therefore minimised.

Less wastage

With a steel core Decra tiles don’t break in transit 

or on site the way fragile clay tiles and slates 

do. Zero wastage means more efficient use of 

resources – and less rubble heading for landfill 

sites.

Cool Roof technology cuts energy 

consumption

This advanced coating technology option for 

Decra Elegance tiles naturally enables the roof 

space to remain cooler in summer, thereby 

reducing energy consumption and CO² emission 

caused by air conditioning or other types of 

cooling system.

The environmentally friendly coating on the Cool 

Roof tiles also inhibits growth of moss or algea 

and can be suitable for rainwater harvesting 

- making the Decra Elegance tile a strong 

contender for the roof of the zero-carbon house 

of the future.
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Decra Roof Systems Ltd

Unit 4, Crompton Fields, Crompton Way, 

Crawley, West Sussex RH10 9QB

Tel: 01293 545058

Fax: 01293 562709

Email: sales@decra.co.uk

www.decra.co.uk


